






There is no step #3, you are done 
programming! 

If you wait longer than the 10 
second period, the receiver will time 
out of Learn Mode and revert back to 
standby. The LED will then flash to 
indicate the number of transmitters 
learned into the receiver. 

RX-92 TIMERS: The RX-92 has 
two relay hold timers (delay-on-re
lease) of 1 - 30 seconds each (Pots 1 
& 3 ). There is also a delay on-operate 
time for relay two (Pot#2). Walk-test 
and adjust the timers to suit. 

Testing Signal Strength: To dis
play signal strength FROM a TX-9 
transmitter, set Dip switch #4 ON. 

By setting Dip Switch #4 to ON, you 
can display the signal strength of the 
transmission from a TX-9 transmitter. 

This enables the installer to confirm 

the transmitter is within the receiver's 
range, and gives the installer a tool to 
perhaps optimize the receivers final 
location if nearby obstructions are 
preventing proper signal reception. 
Activate the transmitter, and observe 
the number of flashes of LED 1. Four 
or five flashes are ideal. ,..

Deleting Transmitters: Pressing 
and holding either PBl or PB2 for 8 
seconds will delete all transmitters. The 
LED Array will flash rapidly for 4 sec
onds to indicate erasure of the codes. 

AddingDaughterboards: A unique 
feature of Camden's Lazerpoint RF is 
the ability to add one or two daugh
terboard's, extending receiver compat
ibility to older technologies operating 
at other frequencies: 300 mHZ; 318 
mHZ; 390 mHZ; 433 mHZ. 

The ability to work with additional 

frequencies allows the user to utilize 
both hand-held transmitters as well 
as wall-switch-ready transmitters. 
There is a 40-code memory limit for 
each transmitter. 

Using CM-RFCT Cable tool: A 
33" long plug-in cable tool is available 
since the LEDs on the receiver may be 
difficult to see once it is installed. 

'The CM-RFCT Cable Tool plugs into 
the opening on the side of the receiver, 
and allows the installer to view LED's 
mounted on the free end. Once the in
stallation is complete unplug the cable 
tool, and re-use for the next installation. 

Programming was very straightfor
ward and intuitive. 

For more infor mation on the 
Camden Lazerpoint RF, contact your 
local locksmith distributor or visit 
www.camdencontrols.com. 11 
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